2 equip

Equip LC / SC-Glasfaser-Patchkabel, 0S2, 1.0m

Marke : Equip

Artikel-Code: 254331

Produktname : LC / SC-Glasfaser-Patchkabel, 0S2, 1.0m

- Kerndurchmesser:9/125um
- Single-mode, duplex
- Stecker: Keramik-Ferrule

- Ummantelung: raucharm und halogenfrei

- Kabelspezifikation: I-VH 2 x 1E

- Kabelmantelfarbe: gelb

- Jedes Kabel enthalt ein Messprotokoll
LC / SC-Glasfaser-Patchkabel, 0S2, 1.0m

Equip LC / SC-Glasfaser-Patchkabel, 0S2, 1.0m:

Die equip® LWL Patchkabel wird aus hochwertigen Materialien hergestellt, um eine Verbindung mit
niedriger Ruckfluss- und Einfugedampfung zu gewahrleisten. Die LWL Patchkabel-Serie wird mit ihren
unterschiedlichen von Langen und Anschlisse lhren Bedarf fiir jeden Einsatz erfiillen.

Key Features

- Kabelspezifikation: I-VH 2 x 1E

- Singlemode
- Stecker: Keramik-Ferrule

- Mantel: Halogenfrei und flammwidrig

- Kabelfarbe: gelb

- Verpackung: polybag mit equip sticker

- Jedes Kabel mit Mess/-Priifprotokoll

- 0S1/0S2= 9/125p

Equip LC / SC-Glasfaser-Patchkabel, 0S2, 1.0m. Kabellange: 1 m, Lichtleitertyp: OS2, Anschluss 1: LC,
Anschluss 2: SC, Lochdurchmesser: 9 um, Vollduplex

Merkmale

Kabellange *

Lichtleitertyp

Anschluss 1 *

Anschluss 2 *

Steckverbinder 1 Geschlecht *
Steckverbinder 2 Geschlecht *
Produktfarbe *

Vollduplex

Lochdurchmesser
Verkleidungsdurchmesser
Kabel mode struktur
Einflhrungsverlust
Mantelmaterial *

Im

0S2

LC

SC

Stecker
Stecker
Gelb

v

9 um

125 uym
Einzelmodus
0,3dB
Raucharm halogenfrei (LSZH)

Zertifikate
Konformitatsbescheinigungen
Betriebsbedingungen

Betriebstemperatur

Temperaturbereich bei Lagerung

Gewicht und Abmessungen
Gewicht

Verpackungsdaten
Verpackungsbreite
Verpackungstiefe
Verpackungshéhe
Paketgewicht
Logistikdaten

Warentarifnummer (HS)

REACH, RoHS

-20-70°C
-40 - 80 °C

22 ¢

275 mm
12 mm
175 mm
2749

85447000
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
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