(inLing

InLine 51125N Schnittstellenkarte/Adapter Eingebaut

Marke : InLine

Produktname : 51125N

Artikel-Code: 51125N

- Zuverlassige Glasfaser-Netzwerkanbindung mit bis zu 1 Gb/s (Fiber)

- Unterstitzt 1000BASE-SX/LX/BX fur flexible Einsatzméglichkeiten

- Leistungsstarker Intel WGI210CS Chipsatz flir optimale Stabilitat

- PCle x1 Schnittstelle mit Standard- und Low-Profile Slotblech

- Kompatibel mit Windows, Linux, FreeBSD und Virtualisierungssystemen
Gigabit Netzwerkkarte, 1x SFP Fiber 1Gb/s, PCle x1, inkl. LP Slotblech
InLine 51125N. Hostschnittstelle: PCI Express, Optischer Kabelverbinder: SFP. Unterstitzt Windows-
Betriebssysteme: Windows 10, Windows 11, Windows 7, Windows 8, Unterstiitzte Linux-
Betriebssysteme: Kernel 2.6.31, Kernel 2.6.33, Kernel 3.12, Kernel 3.17, Kernel 3.3, Kernel 4.6.4, Linux
Kernel..., Unterstiitzte Server-Betriebssysteme: Windows Server 2008 R2, Windows Server 2012,
Windows Server 2016, Windows Server 2019, Windows.... Breite: 96 mm, Tiefe: 62 mm. Paketgewicht:
43 g. Ubertragungstechnik: Kabelgebunden, Netzstandard: IEEE 802.1Q, IEEE 802.3x, Schnittstelle: Fiber

Anschliisse und Schnittstellen

Hostschnittstelle *
Optischer Kabelverbinder

Design
Eingebaut *
Betriebsbedingungen

Betriebstemperatur
Temperaturbereich bei Lagerung

Systemanforderung

Unterstitzt Windows-
Betriebssysteme

Unterstitzte Linux-Betriebssysteme

Unterstltzte Server-
Betriebssysteme

PCl Express
SFP

0-55°C
-40-70°C

Windows 10, Windows 11, Windows
7, Windows 8

Kernel 2.6.31, Kernel 2.6.33, Kernel
3.12, Kernel 3.17, Kernel 3.3, Kernel
4.6.4, Linux Kernel 5.10, Linux
Kernel 5.11, Linux Kernel 5.12,
Linux Kernel 5.13, Linux Kernel
5.14, Linux Kernel 5.15, Linux
Kernel 5.19, Linux Kernel 5.4, Linux
Kernel 5.8, Linux Kernel 5.9, Linux
Kernel 6.2, Linux Kernel 6.5

Windows Server 2008 R2, Windows
Server 2012, Windows Server 2016,
Windows Server 2019, Windows
Server 2022

Systemanforderung

Unterstltzung anderer
Betriebsysteme

Technische Details
Konformitatsbescheinigungen
Gewicht und Abmessungen
Breite

Tiefe

Verpackungsdaten
Montagebldcke enthalten
Betriebsanleitung
Paketgewicht

Sonstige Funktionen

Ubertragungstechnik
Netzstandard
Schnittstelle

FreeBSD

CE, TUV mark

96 mm
62 mm

v
v
43¢

Kabelgebunden
IEEE 802.1Q, IEEE 802.3x
Fiber
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
Automated scraping, data mining, or harvesting for the purpose of training machine learning models, neural networks, or artificial intelligence
systems is strictly prohibited without a commercial license.
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