(inLin

InLine 57885P KVM-Extender Sender und Empfanger

Marke : InLine

Produktname : 57885P

Artikel-Code: 57885P

InLine KVM Extender Cat.6, HDMI 4K/60Hz, 70m, Set

InLine 57885P. Typ: Sender und Empfanger, Ubertragungstechnik: Kabelgebunden, Maximal mégliche
Ubertragungsstrecke: 70 m. Transmitter-Video-Anschlusstyp: HDMI, Transmitter lokaler Video-
Anschlusstyp: HDMI. Empfanger lokaler Video-Anschlusstyp: HDMI, Empfanger lokale Tastatur/Maus-
Anschlusstyp: USB. HDMI-Version: 2.0b. AC Eingangsspannung: 100 - 240 V, AC Eingangsfrequenz: 50 -

60 Hz, Netzteil Ausgangsspannung: 12 V

Merkmale
Typ *
Ubertragungstechnik *

Maximal mégliche
Ubertragungsstrecke

unterstiitze Kabeltypen
Auflésung (maximal, digital)
Maximale Bildwiederholrate
Farbtiefe

High Dynamic Range Video (HDR)
Unterstiitzung

Produktfarbe
Material

Sender

Transmitter-Video-Anschlusstyp

Transmitter lokaler Video-
Anschlusstyp

Anzahl RJ-45-Anschlisse (Sender)
Anzahl der Micro-USB-
Senderanschllsse

Empfanger

Empfénger lokaler Video-
Anschlusstyp

Empfanger lokale Tastatur/Maus-
Anschlusstyp

Anzahl RJ-45-Anschliisse
(Empfanger)

Anzahl der USB-Typ-A-
Empféngeranschlisse

Anschliisse und Schnittstellen
HDMI-Version

Sender und Empfanger
Kabelgebunden

70 m

Cat6, Catba

3840 x 2160 Pixel
60 Hz

12 Bit

v

Schwarz
Metall

HDMI
HDMI

HDMI

usB

2.0b

Energie

Netzteil Ausgangsspannung
AC-Adapter Ausgangssstrom
Stromverbrauch (Sender) (max.)

Verpackungsdaten
Verpackungsbreite
Verpackungstiefe
Verpackungshéhe
Paketgewicht
Lieferumfang

AC-Netzadapter

Mitgelieferte Kabel
Betriebsanleitung
Befestigungswinkel enthalten

Schrauben enthalten

Betriebsbedingungen
Betriebstemperatur
Temperaturbereich bei Lagerung
Relative Luftfeuchtigkeit in Betrieb

Sonstige Funktionen

HDCP
HDCP-Version

Erweiterte Display-
Identifikationsdaten (EDID)

Bandbreite

12V
1A
42 W
Stromverbrauch (Empfénger) (max.) 4,2 W

135 mm
217 mm
78 mm
665 g

v
USB Typ-A auf USB Typ-B
v
v
v

0-40°C
-20-60 °C
20-90%

v
2.2

v

18 Gbit/s
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Energie Technische Details

AC Eingangsspannung 100-240V

Abmessungen (BxTxH)
AC Eingangsfrequenz 50 - 60 Hz

Gewicht
Verpackungsvolumen
Logistikdaten

Ursprungsland

70 x 95 x 22 mm
173 ¢
2300 cm3

China
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
Automated scraping, data mining, or harvesting for the purpose of training machine learning models, neural networks, or artificial intelligence
systems is strictly prohibited without a commercial license.
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